ELECTRICAL
PANEL LOCKOUT

FLEXI COCOON :
ROTARY SWITCH
COVER LOCKOUT

COCOON::
OVERSIZE PUSH
BUTTON LOCKOUT

« Prohibits access to a switch or control.
« Fits both 30.5 mm and 22.5 mm diameter switches.
« Clearbases and cover allow visibility of nameplates and labels.

« Horse - shoe shaped retrofit base allows use with raised nameplates and off-center
installation to accommodate rotary switch knobs.

« Accommodates buttons up to 50 mm diameterand 45 mm tall.

« Includes one cover, one new install base and one retrofit base with double sided adhesive
tape.
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=5 S 51 Flexible Cocoon
I Flexible Cocoon Base (Set of 10 nos.)

C ] [ Flexible Cocoon Retrofit Base (Set of 10 nos.)
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« Most appreciated lockout solution for the
Oversize Electrical Push Buttons on the
electrical panels or on control stations. Also

(:
finds its application on the Special crane / E“;

heavy machinery.

« This lockout device can be easily installed in
seconds - by just placing it on the Push

buttons thus concealing them in a cocoon, PUSH

hence protecting them from being accidently . q& BUTTON

energized. [ L uT
« The two parts are plugged and then locked out L 0CKO

with the help of our lockout padlock.

« Inner size of 70 mm x 85 mm height with 30 ES - COCOON
mm dia hole in center.
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Web: www.safetylock.net
E-mail: lotowala@gmail.com

esouvare When it comes to Lockout, Experience Matters. Help Line: 00 91 98110 76259



